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HI180

Compact Magnetic Mini-Stirrers

Speedsafen

« Roundedge

« Dynamic design
Easy to handle, these lightwelght and
compact stirrers need little room and are
quickly recognizable on busy benches

« Builttolast
Glass-free chemical resistant housing
resists damage by accidental falls

Commonstirrers are manufacturedwithsteel
and aluminum components, These units are
often too large and heavy to fitin the limited
space of alaboratory. HANNA Hi 180series s
compact, lightweight, Inexpensive and
designed In a special round shape without
any sharp corners.

Often, in the lab, a sample Is removed froma
typical stirrer before reducing the speed.
Normally, this would cause the motor to
accelerate until It is destroyed. Not so
with HANNA stirrers. HANNA stirrers
Incorporate electronic controls that allow
the user to regulate the speed with greater
precision. In addition to speed control, a
Speedsafe™ mechanism will assure that the
maximum speedwill never be exceeded.

HI 180 mini-stirrers are available in nine
colors. Several HI 180 stirrers can be placed
on a laboratory bench with their colors
helping to identify the different samples.
ORDERING INFORMATION

All models are supplied with micro stir bar and

instructions

HI1B0AL  Lightyellow min-stirer (L15V)
HI1B0A2  Lightyellow mink-stirer (2301)

HI1B0B1  Lightsea-green mini-stier L15V) — g oy
HI1B0B:2  Lightsea-green ministirer (230V)

HI1B0B-3  Lightsea green minster AUSplug)

HI1B0C1  Light blue mini-stimer (115V)

HI180C2  Lightblue mini-stirrer (230V) = v o
HI180D-1 —_— — -
s e - Jis—
HI1BOE1  Greenmini-stier (115V)

HI1BOE2  Greenmini-stier (230V)

HI1BOF-1  Biue ministimer (115V)

HI1BOF-2  Blue minkstier (230V) SPECIFICATIONS HI180

HI1BOF:3  Blue min-stier (AUS pug) e
il ol Waximm Stirring Capacity Titer (026 galors)
HI1B0G2  Redminksier (Z30V) - Min. 1007pm

HI1B0H-1  Grey ministirer (L15V) Max. 1000rpm

HI10H2  Grey ministirer (230V)

WIRHS Gkl em W) Power Supply T10/115VACor 220/240VAC, 5060 He
HIB0IL inist 1

HI1B0K2  Iory min-stiner (230V)

HI1B0K3  Wory min-stirer (AUSplug) Sover Mawral A st
HILBOUMB  ory mini-sirer (12VD0) Environment 010.50°C (32 10 122°F): RH max 5%
s Dimensions 137 mm (i)« 5L rm (1)
HIZ31319  Magneticstrbar (10) Weight 6409(14bs)
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HANNA INSTRUMENTS ARGENTINA S.A.
www.hannaarg.com

Tel: (5411) 4308-1905 | 4308-4807 ventas@hannaarg.com



